Variable Angle Pod

This angle pod is made for use with the
fesllovving Le Maite cartridpes;

Product Code
Streseoer Cartridse 1219
Large rlitter Cartridge 1230
Large Conferti Cartridge 1232
Large Streamer Cartridge 1233

Oider Le Madtre cartridges will nor fit
ir fhe angle pod,

Instructions

The pod is connected (o e Le Majtoe
pyroflash syarem in the uswal way with a lead
fitted with two three pin MALE plugs, The pod

Coupling Chain

should be secured in the position desived.
Whoere these pods are used at high level, e.g. in
lighting rigs, a safety chain should be used in
addition o standard Tixing.

A chain is provided with a fixing device ar
cech end. This chain is for coupling the
LARGE cartridge base to the angle pod (using
une ol the two boles in the side of the
carteidge w any of the holes on the angle pod
sheer meral sides),

Tix the unlikely event of the carfridge
rehounding off the anple pod, this prevents
the spent cartridge from ejecting,.

Extra chairns are available from Le Maitee
Firewarks Lud at the addoess given,

G Forval Close
Wandle Way,

Mircham

For use with Le Maitre Variable Angle Pad
and Large Cartridges.

This char s fer coupling the LARGE
carteidge bases ta the angle pod using the
fixing devices praovided at each end,

Fush the tee end of the chain through ane of
the two holes provided on the cartridge base
annd Tix 1he key ring end 1w the angle pod using

one of the boles in the st moetad sides,
[1x the unlikely event of the carfridge
rehounding off the angle pod afrer ignition,
this prevents the whole spent cartridge from
jecling,
Extra chiing are availisble from Le Maite
Firewearks Lid ar the address given,

Surrey CR4 4NE




Le Maitre Projection Cartridge
Fixing Clamp
Le Maitre Part No.1110

. The Le Maitre Fixing Clamp serves 2 purposes, first it is to

s = B hold the effect cartridge securely into the variable angle pod.
The second use is to secure the cartridge and prevent the
cartridge from ejecting from the angle pod when fired. It is
imperative that the fixing clamp is used with all new style
projection cartridges.

2

Open the jubilee clip and Place the wire loop under
remove one of the wire the main body of the through the loop and
loops. variable angle pod. close the clip.

Open the jubilee clip Tighten the clip as tight When correctly installed

and remove one of the as you can without the wire should be tight
wire loops. deforming the tube, the like this.

wire loop will press into
the tube; this is OK.
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